**************** 




Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 



IS 11578 (1986) : Method for determination of specific 
surface area of powder and porous particle using low 
temperature gas adsorption techniques [CED 2: Cement and 
Concrete] 




Jawaharlal Nehru 
'Step Out From the Old to the New" 



aj^&vi f 7ui^s:y%K^ isb^^ni^seg 



:<>5&i| mT'5K^5?::5:^>^i»l 



K^^^iXSVCd^ 



Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 




^'^^^r 



k 




BLANK PAGE 



^*-^^^ 





PROTECTED BY COPYRIGHT 



JS: 11578 - 1966 

( Reaffirmed 2001 ) 

Indian Standard 

METHOD FOR 

DETERMINATIOM OF SPFCIFIC SURFACE 

AREA OF POWDERS AND POROUS PARTICLES 

USING LOW TEMPERATURE GAS 

ADSORPTION TECHNIQUES 



UDC 62i'4^>a 2 : 559'21S"3 




<§i C'ipjrighi JESS 
INDIAN STANDARDS INSTITUTION 

MaNAK BHAVAI^, 3 BAHADUR BHAll ZAFAR MARG 

^EW DELUt IICOOS 

Gf€ Sfptmbtri^QQ 



IS : 11578 ■ 1986 

Indian Standard 

METHOD FOR 

DETERMINATION OF SPECIFIC SURFACE 

AREA OF POWDERS AND POROUS PARTICLES 

USING LOW TEMPERATURE GAS 

ADSORPTION TECHNIQUES 



Sieves, Sieving and Other Sizing Methods Sectional Committee, 

BDC 19 

Chairman Representing 

Db p. C. Jain National Physical Laboratory ( CSIR ), New Delhi 

Members 

Dr J. N. BoHKA ( Alternate to 
Dr P. C. Jain ) 
Shki S. N. Aroba Shalimar Wires & Industries Ltd, Hooghly 

Shri S. Kumar ( Alternate ) 
Shbi M. M. Bahal Tata-Robins-Fraser Ltd, Jamshedpur 

Lt-Col C. a. RoDRiGUEE ( Alternate ) 
Shbi S. K. Banerjee National Test House, Calcutta 

-Shbi P. R. Das ( Alternate ) 
Shri R. K. Ghoubaria Jeetmull Jaichandlall Pvt Ltd, Calcutta 

Shbi C. L. Ghouraria ( Alternate ) 
Director Central Soil & Materials Research Station, New 

Delhi 
Db P, T. John In personal capacity ( 749, J, N, U. Quarters, New 

Delhi 110067 ) 
Shri Chandbakant L. Khaqram AH India Wire Netting Manufacturers' Association, 

Bombay 
Shbi N. K. Kothabi Associated Cement Companies Ltd, Bombay 

Shbi A. R. A. Krishnak Ministry of Defence ( DGI ) 

Shri B. K. Singh ( Alternate ) 
Shri M. V. Ranga Rao National Council for Cement and Building Materials, 

New Delhi 
Dr S. C. Ahltjwalia ( Alternate ) 
Shri A. V. S. R. Sastri Associated Instrument Manufacturers ( India ), 

New Delhi 
Shri M. N. Baliga ( Alternate ) 

( Continued on page 2 ) 



© Copyright 1986 

INDIAN STANDARDS INSTITUTION 

This publication is protected under the Indian Copyright Act (XIV of 1957) and 

reproduction in whole or in part by any means except with written permission of the 

publisher shall be deemed to be an infringement of copyright under the said Act, 



IS : 11578 - 1986 

( Continued from page 1 ) 

Members 

Shbi Hasmtjkh G. Shah 
Shri C. S. Shabma 
ShriC. M. p. Sinha 

Shri C. P. Sood 

Shri J. Mandoksa ( Alternate ) 



Representing 

Standard Wire Products, Bombay 

Cement Corporation of India Ltd, New Delhi 

Directorate General of Technical Development, 

New Delhi 
All India Instrument Manufacturers* & Dealers* 

Association, Bombay 



Shri G. V, Subramanya 



National Mineral Development Corporation, New 
Delhi 

Shri G. S. Ramakrishna Rao ( Alternate ) 
Shri G. Raman, Director General, ISI ( Ex-officio Member ) 

Director ( Civ Engg ) 

Secretary 

Shri C. K. Bebarta 
Joint Director ( Civ Engg ), ISI 



Sizing by Methods Other than Sieving Subcommittee, BDG 19 : 2 



Convener 
Dr J. N. Bohra 

Members 
Dr S. C, Ahluwalia 

Shri K. C. Banerjee 

Shri S. K. Ghosh ( Alternate ) 
Prof D. K. Chakrabarty 
Db V. R. Dhanttka 
Dr p. T. John 

Shri R. K. Kapoor 
ShbiC. Pereira 

Shri S. C. Gupta ( Alternate ) 
Shri Ram Singh 

Shri T. K. Roy 

Shri J. Sundarraman 



National Physical Laboratory ( CSIR ), New Delhi 



National Council for Cement and Building Materials, 

New Delhi 
Fertilizer ( Planning & Development ) India Ltd, 

Sindri 

Indian Institute of Technology, Bombay 

Hindustan Lever Ltd, Bombay 

In personal capacity ( 749, J. A". U. Quarters, New 

Delhi WQ^l) 
Indian Institute of Tropical Metreology, Pune 
Standard Batteries Ltd, Bombay 

Central Scientific Instrument Organization ( CSIR ), 

Chandigarh 
Cement Fuel Research Institute ( CSIR ), Dhanbad 
Indian Petro-Chemical Corporation Ltd, Vadodara 



IS : 11578 « 1986 



Indian Standard 



METHOD FOR 

DETERMINATION OF SPECIFIC SURFACE 

AREA OF POWDERS AND POROUS PARTICLES 

USING LOW TEMPERATURE GAS 

ADSORPTION TECHNIQUES 

0. FOREWORD 

0.1 This Indian Standard was adopted by the Indian Standards 
Institution on 21 January 1986, after the draft finalized by the Sieves, 
Sieving and Other Sizing Methods Sectional Committee had been 
approved by the Civil Engineering Division Council. 

0,2 No single method of surface area determination can be recommended 
for different types of powders. A powder which is to be used as an 
adsorbent is best tested by an adsorption method. The method using low 
temperature gas adsorption technique is commonly used for comparing 
the results obtained in various laboratories. The technique, however, is 
not applicable to solid particles containing micropores and microporous 
materials. The basis and background of the technique are ^iven in the 
article originally published by S. Brunauer, P.H. Emmett and E. Teller 
in the Journal of American Chemical Society. 1938, Vol 60 P 309 and have 
been quoted in several books. This method is commonly known as 
BET method. 

0.3 In the formulation of this standard, due weightage has been given to 
international co-ordination among the standards and practices prevailing 
in different countries in addition to relating it to the practices in the field 
in this country. This has been met by driving assistance from BS 4359 : 
Part 1 : 1984 Determination of the specific surface area of powders: 
Part 1 Recommendations for gas adsorption ( BET ) methods, issued 
by the British Standards Institution. 

0.4 In reportnig the results of a test or analysis, made in accordance with 
this standard, if the final value, observed or calculated, is to be rounded 
off, it shall be done in accordance with IS : 2-1960*. 



♦Rules for rounding off numerical values ( revised), 
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1. SCOPE 

!•! This standard covers the method of determining the specific surface 
area of powdersor porous particles by measuring the quantity of nitrogen 
which completely covers the surface with a single layer of adsorbed 
nitrogen molecules. 

2. TERMINOLOGY 

2.0 For the purpose of this standard, the definitions given in IS : 4124- 
1981* together with the following definitions shall apply* 

2.1 Adsorbate • — The adsorbed gas. 

2.2 Adsorbed Volume { Va ) — The volume of gas ( corrected to STP ) 
adsorbed at the equilibrium adsorption pressure Pe ( see also 2.5 ). 

2.3 Adsorbent — The material on which the adsorption takes place. 

2.4 Adsorptive — The gas to be adsorbed. 

2.5 Equilibrium Adsorption Pressure { Pe ) — The pressure of gas 
in equilibrium with the adsorbate. 

2.6 Isotherm { Adsorption Isothermi ) — A curve obtained by plott- 
ing the adsorbed volume against the equilibrium pressure or relative 
pressure at a constant temperature, 

2.7 Molecular Gross-Sectional Area { o ) — The average area 
occupied by the adsorbate molecule in the monolayer. 

2.8 Monolayer Volume { Vm) — The volume ( corrected to STP ) of 
gaseous adsorbate which forms a monomolecular layer over the surface 
of the adsorbent. 

2.9 Relative Pressure — The ratio of the equilibrium adsorption 
pressure P« to the saturation vapour pressure Po. 

2.10 Saturation Vapour Pressure { Po ) — The vapour pressure of 
the bulk liquefied adsorbate at the temperature of adsorption, 

2.11 Specific Surface Area {S) — The surface area per unit mass ( Sw ) 
or volume ( S^ ) of the material usually expressed in m^/g or m^Jcm^ 
respectively. 

3. PRINCIPLE 

3.1 The adsorption of nitrogen at liquid nitrogen temperature is 
determined either volumetrically or gravimetrically. From the adsorption 
data, the quantity of gas that would be required to cover the whole 
surface with a statistical monomolecular layer ir. determined using the 
BET equation ( see 3-1,2 ). 

*Glossary of terms relating to powders {first revision ). 
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3.1.1 For materials possessing specific surface area less than 2 m^/g, 
krypton gas is advantageous because of its low saturation vapour pressure 
at liquid nitrogen temperature. The dead space corrections are reduced 
considerably by using this gas. 

3.1.2 The BET equation is as follows: 

P^l^o ^ _i_ . (^- O ^ p IP 

Va { 1 - Pe\Fo ) Vrn C ^ V„. C 

where 

C — constant related to the energy of adsorption. 

3.1.2.1 The value of C should be calculated. BET method is not 
applicable in^ cases w^here the value of C is less than 10; in cases where 
the value of C is between 10 and 100, there may be unacceptable errors; 
in all cases where the value of C is greater than 100, the method is 
applicable. 

p IP 
3.1.3 When experimental data are plotted with 



( 1 " PejPo ) 1 Va 



on the ordinate against TejPo on the abscissa, usually a straight line 
results for Pe/Po values between about 0*05 and 0*35. A typical BET 
plot is shown in Fig. I. The intercept and slope of this straight line plot 

1 C — 1 

are respectively ^. ^ - and . From these C and Vm can be 

calculated as given below: 

Intercept 



F^- 



1 



( Slope 4- Intercept ) 



3.1.4 The surface area of the adsorbing sample is calculated from the 
monolayer gas volume ( Vm ). the area covered by a single layer of gas 
molecules ( <t ), Avogadro's Number ( jV ) giving the total number of gas 
molecules in amole of gas at standard conditions ( 6*022 X 1023'mol ) 
and the molar volume of gas Fo. If the weight of sample used in the 
experiment is W, the specific surface area ( Sw ) of the sample is calculated 
using the following equation: 

e Vm .AT a 
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Fig. 1 Typical BET Plot 
For nitrogen ( o = 0*162 nm2 ), the relationship becomes 

4-35 V„ 



SiB = 



w 



where 



Vo = ideal gas volume ( 22 414 cm^ ). 

3.1.5 The molecular cross-sectional areas of various adsorbates for use 
with BET method are given in Appendix A. 

3.2 With this test method, the specific surface area would be within i 2 
percent in view of uncertainities involved in the measurement of weight, 
volume, pressure and temperature, 

3.3 It is advisable to use Standard Reference Material ( SRM ) for 
checking the results. 

4. METHOD 

4.1 Apparatus — The apparatus consists of the following units: 

a) High vacuum system; 

b) Vacuum manifold; 
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c) Sample bulbs; 

d) Gas burette; 

e) Vacuum gauges; 

f) Mercury manometer, accurate to O'l mmHg; and 

g) Gas storage vessels. 

A layout of the apparatus is shown in Fig. 2. The apparatus shall 
be able to record low equilibrium pressure precisely, 

4,1.1 High Vacuum System — The high vacuum system consists 
essentially of an oil or mercury diffusion pump backed by a rotary pump. 
The system should be capable of pumping down the manifold to a 
pressure of less than 1 x 10"^ mmHg within half an hour after putting 
on the diffusion pump. A cold trap is provided between the manifold 
and the diffusion pump to stop the oil or mercury vapours or moisture 
to contaminate the sample or even enter the manifold. 

4.1-2 Vacuum Manifold — The vacuum manifold consists of the glass 
tubes connecting the mercury manometer, sample-tubes, gas burette and 
the gas holders. 

4.1.3 Sample Bulbs — Sample bulbs of different sizes may be used 
depending on the expected surface area of the material. The volume 
of the sample bulb can vary from 5 to 20 cm^. The designs of such 
bulbs are shown in Fig. 3. The bulb shown in Fig. 3B facilitates the 
removal of air from the sample and reduces the tendency of the fine 
powder being carried away under the influence of high vacuum during 
outgassing and hence should be preferred. 

4.1.4 Gas Burette — The gas burette should have several calibrated 
bulbs of variable sizes so that a choice of volume may be there for use. 
In the design shown in Fig. 2, the gas burette has four bulbs with 
approximate volumes 2, 5, 25 and 90 cm^. The accuracy of the sample 
bulb calibration should be within ± 0'02 cm^. These bulbs are water 

jacketted so that water can be made to flow through a thermostated bath. 
Thus the temperature of the bulbs can be maintained constant within 
db 0'5°C. Calibration marks are engraved between two bulbs and also 
at the top and bottom of the burette. The burette is connected to the 
vacuum manifold and the mercury reservoir as shown in Fig. 2. 

4.1.5 Rough Vacuum Line — The rough vacuum line for the mercury 
reservoirs may consist of a rotary vacuum pump connected to the vacuum 
stopcocks of the two reservoirs of about 500 cm^ capacity through a 
vacuum tap. 

4.1.6 A Three-Way Stopcock and the Side Mercury Reservoir — In order to 
increase the gas pressure in the system, one three-way stopcock with a 
mercury reservoir is provided as shown in Fig. 2. 
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4.2 Construction of the Apparatus — Glass tubing of 7 to 8 mm 
internal diameter should be used for the vacuum line so that a good 
pumping rate may be obtained. Glass capillaries of 2 mm diameter 
should be used for the portion of the apparatus shown by the solid bold 
lines. The distances between the taps in this portion should be kept as 
small as possible so that the dead space is reduced to the minimum. 
High vacuum stopcocks should be used throughout. 

4.3 Preparation — Stopcocks are greased with the high vacuum grease 
of good quality. First the apparatus is evacuated using rotary pump. 
When the pressure of the system falls below 1 X 10"^ mmHg, diffusion 
pump can be switched on. Provided there are no leaks, a vacuum of 
the order of 10"^ mmHg is obtained within 30 minutes after starting the 
diffusion pump. If it takes longer time, then the system needs to be 
checked for leaks and repaired accordingly. The nitrogen and helium 
gas reservoirs are filled with these gases of ultra high purity ( not less 
than 99*9 percent ) to a pressure of about 1 000 mmHg. These gases 
can be filled after evacuating the reservoirs to the above vacuum. 

4.4 Test Procedure 

4.4.1 The procedure given here is based on the volumetric apparatus 
shown in Fig. 2 and nitrogen gas at liquid nitrogen temperature is to be 
used. The isotherm obtained should be close to Type II or IV of the 
BDDT ( Brunauer, Deming, Deming and Teller ) classification shown in 
Fig. 4 for which this method is applicable, even though working with the 
particular system, the user can get other types of isotherms, in which case 
this procedure should be discarded. If, methods other than nitrogen are 
used for standardization, the experimental results should correlate with 
those obtained by the standard procedure. 

4.4.2 Total Surface Area — The quantity of sample to be tested should 
be such that the total surface area is in the range of 20 to 100 m^, 
preferably in the region of 50 m^. The sample is then placed in the 
sample bulb. For the calculation of specific surface, the mass of ,the 
oven-dried sample should be used. This procedure avoids the error due 
to loss in weight during outgassing. 

4.4.3 Outgassing — A small quantity of glass wool is placed in the 
sample tube to avoid escape of powder while outgassing. The sample 
tube is connected to the apparatus. The sample is evacuated first at 
room temperature and then the temperature of the bulb is raised by 
using a small furnace. Care shouM be taken to avoid entrainment of 
powder during outgassing. The temperature and time for outgassing 
depends on the material under test ( see Appendix B for method of out- 
gassing ). 

4.4.4 Dead Space Determination with Helium — Helium gas is generally not 
adsorbed on the surface of many solids even at liquid nitrogen tempe- 
rature. A small quantity of helium is introduced in the gas burette 
keeping the sample tube stopcock shut. The gas pressure ( /^i ) is 

8 
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Fig. 2 Typical Illustration of BET Apparatus Assembly 
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FiG. 4 Types of Isotherms According to BET Glassfication 

recorded to at least D'l mmHg with the help of a cathetometer. Now 
the stopcock is opened to allow the helium to expand into the sample 
bulb maintained at the liquid nitrogen temperature. Record the 
equilibrium pressure as ( H^ ). Warm up the sample bulb while pump- 
ing out the helium from the system. 

4.4*4.1 A reference mark on the sample tube below the ground glass 
at the top of the bulb portion shall be made and the liquid nitrogen level 
shall be maintained constant at this mark during dead space determina- 
tion and adsorption measurement. 

4.4.5 Nitrogen Adsorption 

4.4.5.1 After the determination of the dead space,, the system is 
evacuated till a steady vacuum better than 10"* mmHg is attained. 
Stopcock for the sample tube is shut and a thermos flask containing liquid 
nitrogen is placed in position so that the sample bulb is completely 
immersed in the bath. 
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4.4.5.2 A small dose of pure nitrogen from the connected flask is 
introduced in the system^ keeping stopcock for sample bulb shut and the 
corresponding pressure is noted within O'l mmHg with the help of a 
cathetometer. With this value of pressure and known volumes of bulbs 
containing nitrogen, the dead space and the temperature of the bulbs, 
the volume of gas taken is easily calculated at the STP conditions using 
gas equation. Now stopcock for sample bulb is opened and the gas is 
allowed to enter the sample tube. Since the sample is already at bath 
temperature, that is at liquid nitrogen temperature, nitrogen gets 
adsorbed by the sample. 

4.4.5.3 By adjusting the mercury level in the left limb of the mano- 
meter to the reference point and noting the pressure at the equilibrium, 
the amount of remaining gas after adsorption can be calculated. The 
criteria for attainment of equilibrium shall be that the decrease in 
pressure shall be not more than O'l mmHg in 10 minutes. Thus, by 
substracting the remaining amount from the amount taken, the amount 
of gas adsorbed during the step is obtained. In this way, for the first 
point of isotherm, we have equilibrium pressure and the amount 
adsorbed corresponding to this pressure. Equilibrium pressure is divided 
by the saturation vapour pressure to get the relative pressure. Similarly, 
by adding more and more nitrogen to the system and repeating the 
sequence, a set of relative pressure values and the corresponding values of 
amount of gas adsorbed by the sample is obtained. 

4.4.5.4 A reference mark on the sample tube below the ground glass 
at thie top of the bulb portion shall be made and the liquid nitrogen level 
shall be maintained constant at this mark during adsorption measure- 
ment. 

4.4.5.5 A plot of relative pressure (PelPo) on X-axis and the 
amount adsorbed ( cm^/g at STP ) on Y-axis gives the isotherm for the 
adsorbent-adsorbate system ( see also Fig. 4 ). For the determination of 
surface area, it is customary to have at least four points with equilibrium 
relative pressures ( PejPo ) in the range 0*05 to 0*30. 

4.4.5.6 When the adsorption run is completed, the sample is allowed 
to warm up to room temperature while desorbed gas is pumped off. Dry 
air is admitted and then the adsorption tube is weighed to determine the 
amount of sample which was used, care being taken to ensure that the 
joint and tube are free of grease. 

4.4.5.7 Some typical examples of the weights of the samples used 
and volum_es of nitrogen introduced into the system, are given in 
Appendix C for guidance only. The measurement of saturation vapour 
pressure of nitrogen is explained in Appendix D. 

12 



IS : 11578 « 1986 

4.4«6 Measurements - The following values should be measured: 

Hx = initial pressure of helium in gas burette, 
H2 = pressure of helium in gas burette with bulb at tempe- 
rature Tb) 

T = water jacket temperature ( room temperature ), 
Tb = bath temperature, 

Po = saturation vapour pressure of nitrogen at Tb) 

Pi = initial pressure of nitrogen in burette, 

Pt = equilibrium pressure of nitrogen in burette and bulb, 

Pe_i = equilibrium pressure of nitrogen in burette and bulb in 
the previous step to the step under consideration, 

Vb — volume of burette ( determined ) when the apparatus is 

being set up, 
w = mass of sample ( see Appendix E ), and 

V^ = dead space of the manifold determined by nitrogen using 
gas equation. 

5. CALCULATIONS 

5.1 Method of Calculation — Calculations shall be made to four 
decimal places. The final result should be suitably rounded off. The 
use of four significant figures must not be taken to imply accuracy of this 
order. 

5.1.1 In the method, no correction is made for the non-ideality of 
nitrogen at low temperature. The correction for usual range of pressures 
required for the surface area determination is negligible. 

P IP 

5.1.2 When plotting t-t p ;p''\ ' v rr against PejPo it is advisable to 

use large scale graph paper. At least four points should lie on the 
straight line^ between the relative pressures ( PejPo ) of 0*05 to 0'30. If 
the points do not fall on a straight line, the data should be rejected and 
fresh determination carried out since drawing the best line through a 
number of points can lead to ambiguities. If a straight line is not 
obtained with any adsorbate, then the BET method is not applicable. 

5. 1.2.1 A coefficient of variation of about 2 percent is permissible in 
repeat determinations of the specific surface area of different samples of 
the same material. 

5.2 Values Calculated 

i) Volume admitted Vad =" Vt + Vd 
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ii) Free space of the sample tube ( F/s ) « "r^l ^ H — ^ ^ ^"^^ 

iii) Calculated parameter Ai « ~7^~" ^ — ^~- 

273*2 Vh 
iv) Calculated parameter K2 = —~e — >< ~t~~ 

v) Volume absorbed Va =- Ki { Pi - Pe) - K^ { Pe - P._i ) 

p 
vi) Relative pressure = — 5— 

vii) BET function = -^-^—^^-y^-^ 

4'35 
viii) Specific surface Sw 



slope + intercept 

5.3 Proforma for Calculation — A typical proforma of surface area 
computation for simplified routine calculations is shown in Appendix E. 

6. PRECAUTIONS 

6.1 Greasing of taps ( stopcocks ) and connections should always be 
carried out with little grease. 

6.2 When the adsorption apparatus has been lying unused for some time, 
all taps should be regreased. 

6*3 It is advisable to make a reference mark on the sample tube^ near 
the ground glass joint and keep the liquid nitrogen level constant at this 
mark during the dead space and adsorption measurement, 

6.4 Two values for the saturation vapour pressure of nitrogen, one before 
and one at the end of the experiment, should be obtained. The average 
value should be used. 

6.5 The volume of the sample bulb should be such that it is only slightly 
larger than the sample volume to reduce the free-space. 

6.6 The diameter of the stem of the sample tube should be decided upon 
depending on the size of the particles of the sam.ple being used. This 
will reduce the free space to the bare minimum. 

7. REPORTING 

7.1 In the report of a specific surface area determination by the method 
specified above, the following should be stated clearly: 

a) The outgassing conditions, 

b) The adsorption temperature, 
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c) The range of linearity of the BET-plot, 

d) The value taken for the molecular cross-sectional area and the 
saturation vapour pressure ( Po ) of the adsorbate, and 

The values obtained for the monolayer volume ( Vm ) and for 
the constant C, 



APPENDIX A 

( Clause 3X5 ) 

VALUES OF THE MOLECULAR CROSS-SECTIONAL AREA 
FOR VARIOUS ADSORBATES 

A-1. The values of the molecular cross-sectional area ( c ) of various 
adsorbates for use with the BET method of specific surface area measure- 
ment are listed in Table I. In addition to the customary valuej a range 
of values is also quoted for each adsorbate. In certain cases, particularly 
where the point of inflection of the adsorption isotherm is not well 
defined, it may be necessary to use a figure other than the customary 
value in order to bring measurements made using difFei'ent adsorbates in 
agreement. 



TABLE 1 



VALUES OF THE CROSS- SECTIONAL AREA FOR 
VARIOUS ADSORBATES 



Adsobbate 



(1) 

Nitrogen 

Argon 

Krypton 

Oxygen 

Benzene 



Tempebatube 

OF Adsorption 

°C 

(2) 
—196 
—196 
— 196 
—183 

+ 27 



Molecular Cross-Sectional Area ( a ) 



Customary Value 
nm^ 

(3) 

0-162 
0-137 
0-195 
0-141 
0-400 



Quoted Values 
nm^ 

(4) 
.0-136-0-20 
0-137-0-182 
0-177-0-220 
0-130-0-170 
0-300-0-500 
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APPENDIX B 

( Clause 4.4.3 ) 

OUTOASSING 

B-1, The sample is outgassed at elevated temperature and under high 
vacuum. The purpose is to remove previously adsorbed gases and 
vapours from the surface of the solid sample. Usually a vacuum of the 
order of 10"^ mmHg is sufficient. This vacuum should remain there for 
some minutes after the connection to the pumping line and the cold trap 
has been shut off. The time required for outgassing ranges from 15 
minutes to several hours depending upon the material. In order to 
minimize the time required for outgassing, the temperature chosen 
should be the maximum compatible with avoidance of sintering, decom- 
position or other alteration of the nature of the surface. The insertion 
of a cold trap in the main pumping line and the prior drying of the 
sample in an oven, maintained at 1 10'*G facilitates the outgassing process. 
Practical experience of the worker helps a lot in deciding the appropriate 
conditions of outgassing for a given sample. 



APPENDIX C 

( Clause 4.4.5.7 ) 

TYPICAL VOLUMES OF NITROGEN USED 

C-L Some typical examples of the weights of sample used and volumes 
of nitrogen introduced into the system for powders of various specific 
surface areas are given in Table 2. These values are given for guidance 
only. 



TABLE 2 


WEIGHTS OF SAMPLE AND VOLUMES OF 




NITROGEN INTRODUCED 




Expected 


Weight of 


Total Volume of 


Specific 


Sample 


Nitrogen' Intro- 


StJBPACE 




duced AT STP 


Area 






(1) 


(2) 


(3) 


In^/g 


g 


cm^ 


2 


10 


25 


5 


5 


30 


10 


5 


30 


50 


2 


40 


100 


1 


40 


200 


0-5 


40 


500 


0-2 


40 


iOOO 


0-1 


40 
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APPENDIX D 

(i Clause 4.4.5.7 ) 

MEASUREMENT OF SATURATION VAPOUR PRESSURE OF 

NITROGEN 

D-1. In order to calculate the surface area, it is necessary to know the 
saturation vapour pressure of nitrogen at the temperature of the experi- 
ment. The saturation vapour pressure is measured most conveniently 
with the aid of a vapour pressure probe in the liquid nitrogen bath; this 
consists merely of a hollow tube containing pure condensed nitrogen and 
connected to a suitable manometer. A typical sketch of the vapour 
pressure probe and the manometer is shown in Fig, 5. This can either 
be used separately or attached to the apparatus assembly shown in 
Fig. 2. Values of the saturation pressure of nitrogen at various tempe- 
ratures are shown in Fig. 6 {see also 6 A ). 



TO ^ 
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PLACED NEAR THE 
SAMPLE BULB 



Fig, 5 Typical Saturation Vapour Pressure 
Measurement Apparatus 
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Fig, 6 Variation of Saturation Vapour Pressure with 
Temperature for Nitrogen 
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APPENDIX E 

( Clauses 4.4.6 and 5.3 ) 

A TYPICAL PROFORMA OF SURFACE AREA COMPtXATION FOR SIMPLIFIED ROUTINE CALCULATION 



Sample*. Gasil Silica 

Mass of bulb: 9-808 8 g 

Mass of bulb + sample: 10' 121 3 g 

Mass of sample ( w ): 0*312 5 g 
Standard Reference Material ( SRM ) : 8A/30/ 1 9 

Room temperature ( T ): 305 K 

Bath temperature { Tg )i 77*76 K 



Vfs - -^ [ \^ ^' ] Vaa - 5-271, where F,^ for Helium is 11-33. 



Vad for Nitrogen = 32*27 



K,^ 



A-. = 



273-2 
273-2 



X 



r 



> 0*380 3 



0-243 6 



76 - r^ 

Ta = Ai ( col 4 ) - A*2 ( col 5 
4-35 



S,.^ 



slope + intercept 



= 260 mVg 



/?af« 1977-07-26 

Outgassing time: 6 hours 

Outgassing temperature: 140**C 

Outgassing pressure: 2 X ]0~*mmHg 

Saturation vapour pressure PqI 79*7 cmHg 

//i = 14*248 cmHg ^ 

H^ = 5-044 cmHg 



V) 



2g 








-^sT 

No. 


/»,. ( Initial ) 
cmHg 


Pg ( Equili- 
brium ) 
cmHg 


cmHg 


(Pe-Pe,,) 
cmHg 


Vaiov 

Sample 
cm^ 


Fa per Unit 
Mass 
cm^/g 


cm^/g 


{PelPo) 


PelPo 


»-4 




( 1 - PelPo ) IVa 


•• 




(1) 


(2) 


(3) 


(4) 


(5) 


(6) 


(7) 


(8) 


(9) 


(10) 




I. 


15-644 


0-134 


15-510 


0-134 


5-865 


18-768 


18-768 


0-002 


0-107 X 10-« 


■ 

2 




2. 


26-148 


1-771 


24-377 


1-637 


8-871 


28-387 


47-155 


0-022 


0-477 X 10-« 






3. 


22-523 


7-574 


14-949 


5*803 


4-272 


13-670 


60-825 


0-095 


1-726 X 10-3 






4. 


20-659 


11-962 


8-697 


4-338 


2-338 


7-162 


67-987 


0-150 


2*596 X 10-» 






5. 


21-250 


15-478 


5-772 


3-516 


1-339 


4-285 


72-272 


0-194 


3*330 X 10-3 






6. 


22*092 


18-148 


3-944 


2-670 


0-849 


2-717 


74-989 


0-228 


3-938 X 10-3 






7. 


24-408 


20-439 


3-696 


2-291 


0-951 


3-043 


78-032 


0-256 


4-409 X 10-3 




g 


8. 


26*456 


23-011 


3-445 


2-572 


0-648 


2-189 


80-221 


0-289 


5-067 X 10-3 





